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6. Installation Guidelines
Surface Preparation

o Substrate must be clean, dry, and sound

e Repair cracks/voids & remove loose material
Priming

e Apply bituminous primer complying with ASTM D41
Membrane Application

1. Unroll, align, then re-roll

Torch underside until bitumen melts

Press & bond evenly, ensuring full adhesion

Seal laps: side laps 10 cm, end laps 15 cm

Ensure molten bitumen oozes at seams

Detail corners, upstands, and penetrations first

N o 0~ LD

. Limitations
e Do not install during rain or on wet surfaces
« Avoid excessive heating

e Ensure ventilation; use PPE

8. Packaging & Storage
o Supplied inroll form, palletized & shrink-wrapped
« Storein dry, shaded, ventilated area

o Shelf life: 12 months

Building Chemistry Industry E E
3@ Industrial area Dammam, Kingdom of Saudi Arabia.
Email: info@bcisaudi.com Website: Bci Saudia



BUILDING ) |UH\ \xl lgol
CHEMISTRY (OSCert /ost:en {oscerd
INDUSTRY 9001 180()1 14001

Edition-1st November ,2025

IEBCI

9. Available Sizes

Thickness Roll Size

2 mm Imx20m
3 mm Imx10m
4 mm Imx10m

2 mm typically used as underlay / below-grade layer

10. Health & Safety
« Wear heat-resistant PPE and gloves
o Ensure proper ventilation

« Follow local fire & safety codes

DISCLAIMER
The data presented in this sheet are based on laboratory testing and practical experience. Variations in substrate,
application method, and environmental conditions may impact performance. Users are advised to carry out tests
under their own conditions. Building Chemistry Industry's responsibility is limited to the product replacement in cases of
proven manufacturing defect.
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